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28" min

8" to 12"

4"

4"

TRAFFIC CONE

2" min

4" to 6"

36" min

18" min

DELINEATOR DRUM

6"

3" to 4"

28" min

2"

4"

4" to 6"

More than 36"

2" to 6"

3"

3"
2"

45°

White retroreflective
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band (night use)
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band (night use)
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band (night use)

White retroreflective band (night use)
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band (night use)
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ELEVATION

DETAIL A

FLEXIBLE DELINEATOR
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35'-2

"2
14'-1 5'-0"

12"
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8"

"2
14'-7

2" to 6"

(Aluminum Barricade Rails)

BARRICADE ASSEMBLY DETAIL

1'-8"

1'-8"

"4
31'-1 "4

34'-7

5'-0"

1'-8"

1'-8"

1'-4" 1'-6"

SIDE VIEW

SIDE VIEW

(Wood or Plastic Rails)

BARRICADE ASSEMBLY DETAIL

5'-0"

Orange

` Roadway

band

White retroreflective 

base

Surface mountable 

45 lb sand bag

DETAIL)

(see BARRICADE BLADE 

Aluminum barricade rail 

hollow-profile plastic rails

1" x 8" wood slats or 

Barricade rails

"4
1

Galv steel perforated tube

" x 14 gauge x 12"4
3" x 14

31

Sleeve

rail and upright (typ)

joining sign panel, 

"| x 4" bolts 8
32 - 

sleeve and upright (typ)

"| x 3" bolt joining 8
31 - 

Galv steel perforated tube

" x 5'-0"8
1" x 2

1" x 12
11

Upright

Galv steel perforated tube

" x 14 gauge x 5'-0"4
3" x 14

31

Skid

"4
110

"4
116

ELEVATION VIEW

ELEVATION VIEW

"4
14'-10

Flexible delineator

See DETAIL A

" OD (min)4
12

rails)

(9" for 6'-0"

rails)

(9" for 6'-0"

1'-9"4'-6"1'-9"

Orange

STACKABLEBACK TO BACK

36" min

12" max

24" min 36" min

Orange retroreflective

White retroreflective

6"

6"

45°

Orange
NOTES)

(see INSTALLATION 

Galvanized steel anchor 

4'-0"

2'-6"

5'-0"

2'-6"

8" min

Symmetrical

0.812"

0.24"

9"

0.094"

0.625"R

0.12"R

0.25"R

BARRICADE BLADE DETAIL

6'-0" (A)

8'-0" (6'-0" may be used without sign)

(when applicable)

sign panel

0.100" Aluminum

(when applicable)

sign panel

0.080" Aluminum

"8
12'-5

"8
12'-5

(see Table)

Ballast

barricade rail past the uprights.

extend no more than 1'-0" of the 

rails:  1) use no sign panel, and 2) 

Limitations when using 8'-0" barricade (A)

fastening device

sleeves - use no bolt or 

Uprights slide inside 

top of drum.

not allow collection of debris.  Do not place ballast on the 

drum ribs or indentations.  Use closed top drums that will 

orange and white stripes.  Avoid placement of stripes on 

3" nonretroreflectorized spaces between the horizontal 

the top stripe being orange for each drum.  Do not exceed 

Use a minimum of two orange and two white stripes with 

white retroreflective stripes 4" to 6" wide for drum markings.  

Provide horizontal, circumferential, alternating orange and 

white stripes with the top stripe being orange.

42" in height by alternating four 4" to 6" wide orange and 

Provide retroreflectorization of tubular markers more than 

bolts

uprights with 2" corner 

Attach barricade rails to 

stripe width of 6 inches.

material on the vertical panel is 36 inches or more, use a 

Where the height of the retroreflective vehicular traffic.  

minimum of 270 square inches of retroreflective area facing 

Place retroreflective sheeting on both sides of panel with a 

sloping downward in direction vehicular traffic is to pass.  

Provide alternating orange and white retroreflective stripes, 

30 lbs)

(min weight 

rubber base

Molded 

28" min

hole
Installation

36"

ATTACHMENT

SIGN

W16-7aP-18

W6-4-12 or 

delineator

Flexible 

6" 6"

6' to 10'

8"

3'-0" to 3'-6"

45°

2' min

3'-0" to 3'-6"

45°

8"

8"

6" 6"
45°

5' min

20"

20"

Varies

White retroreflectorized

Orange retroreflectorized

White retroreflectorized

Orange retroreflectorized

Orange retroreflectorized

White retroreflectorized

6' or 8'

Pavement or ground Pavement or ground Pavement or ground

6" 6"

TYPE I BARRICADE TYPE II BARRICADE TYPE III BARRICADE

4" 4"

2"

6"

1"

1"

8"

3"

"8
3R

"2
1R

2"

SECTION VIEW

" min16
11

One Direction Bi-Directional

2" min

MOUNTING DETAIL

DELINEATORS

ELEVATION

4'

REFLECTOR DETAIL

Roadway surface

24"

2' to 8'

2.0 lb/ft max)
(1.12 lb/ft min to 
Steel u-channel

With Sign

Without Sign 4 - 25 lb sandbags

6 - 25 lb sandbags

(For each side of barricade support)

MINIMUM BALLAST

near the ends of the skids.

of 55 MPH.  Sandbags assumed to be placed at or 

Note:  Number of sandbags based on a wind speed 

"| x 5" bolt8
3rail with 

Attach to upright and 

Horizontal brace

Galv steel perforated tube

" X 12 gauge4
3" x 14

31

Sleeve

Galv steel perforated tube

" x 12 gauge2
1" x 12

11

Upright

Galv steel perforated tube

" x 12 gauge4
3" x 14

31

Skid
Galv steel perforated tube

" x 12 gauge2
1" x 12

11

Horizontal brace

" | x 3" anchor8
3

barricade rail

square washer on back side of 

" x 1" hex head bolts with a 16
5with 

Attach sign panel to top barricade rail 

orange and white stripes.

maximum 3" nonretroreflectorized space between the 

stripes for each cone with the top stripe being orange.  Use 

stripes.  Use a minimum of two orange and two white 

height by alternating orange and white retroreflective 

Provide retroreflectorization of cones more than 36" in 

BARRICADE RAIL DETAILS

"| (typ)4
1

"| (typ)4
1

" Fastener16
3

assembly.

barricade 

use with this 

acceptable for 

type of rail 

This is the only NOTE:

Remove butyl as close as possible to pavement surface.

In lieu of bolted down base, use an 8" x 8" butyl pad or hot melt butyl.  3.

to bond to pavement surface.

For removal, remove anchors and fill installation hole with an epoxy designed 2.

specifications.

Drill installation holes to diameter and depth required by manufacturer's 1.

INSTALLATION NOTES:

than 36", use a rail stripe width of 4".

area facing vehicular traffic.  When the barricade length is less 

with a minimum of 270 square inches of visible retroreflective 

to pass.  Place retroreflective sheeting on both sides of the rails 

retroreflective stripes, sloping downward in the direction traffic is 

For barricade markings use alternating orange and white NOTE:

10-3-13

D-704-13

4683

BARRICADE AND CHANNELIZING DEVICE DETAILS
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