Appendix A 
Specialty Staff & Equipment Requirements

Below are the special requirements for the indicated projects in the project list. The trailing () shows the symbol that correlates to the project list indicating which projects these requirements pertain to. 

GEOTECHNICAL FIELD INSPECTOR (*)
Definition of Geotechnical Field Inspector: The Geotechnical field inspector is an individual with specialized knowledge and experience inspecting drilled shaft construction and instrumentation installation. The Geotechnical field inspector must have practical knowledge of standard industry practices for the inspection of drilled shaft foundations and instrumentation installation.
Duties of Consultant Special Inspector: Duties of the Geotechnical Field Inspector include but are not limited to the following:
1. Interpret and verify the Contractors compliance with drilled shaft installation plan items and special provisions.
2. Recognize and identify drilled shaft construction equipment and tools.
3. Recognize and identify the various types of drilled shaft construction methods including dry construction method, wet construction method, and casing construction method.
4. Perform a visual field verification of all excavated drilled shaft soil/rock material for comparison to the projects boring logs
5. Inspect all aspects of drilled shaft construction.
6. Verify drilled shaft excavations comply with the plans, meet construction tolerances and cleanout requirements.
7. Determine theoretical drilled shaft concrete volumes and develop concrete curves.
8. Perform required reporting.
9. Perform inspection of instrumentation installation for compliance to plans and manufacturer recommendations.

REQUIRED TESTING EQUIPMENT (#)
Light Weight Deflectometer (LWD): The salvaged based course for the project will be accepted per SP 510(24) and the required criteria and testing frequency is outlined in SP 510(24). The testing firm completing work on this project will need to obtain an LWD that meets the requirements outlined by the NDDOT Geotechnical section. Contact the NDDOT Geotechnical to ensure the correct LWD is obtained to be used on the project.  

